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1.0 Introduction

Spectrum analyzers are commonly used to measure sinusoidal signals close to the noise floor of

the measurement system. For example, measuring the third-order intercept of a small-signal am-

plifier requires an accurate determination of the amplitude of the third-order intermodulation prod-

ucts, which are usually close to the noise floor. In this case, the spectrum analyzer's internally

generated distortion products, in addition to noise, can reduce the accuracy of the amplitude mea-

surement. Since the internally generated distortion products have an unknown phase with respect

to the desired signal, it is not generally possible to correct for these products; rather, one must avoid

them entirely, by attenuating the input signal. In contrast, it is possible to correct for noise in the

amplitude measurement, because noise causes a deterministic error. This error is deterministic be-

cause, although the noise amplitude fluctuates randomly, these fluctuations can be smoothed by

using a narrow video filter or by video averaging. The signal peak can then be measured accurate-

ly; however, this power measurement includes both signal power and noise power.

One might try (naively) to correct for noise by subtracting the displayed noise power from the pow-

er of the displayed signal plus noise, but such a correction can result in a larger error than if the

noise is simply ignored. This is because spectrum analyzers are normally calibrated to display the

true power level of only sinusoidal signals, not that of Gaussian noise. However, to find the true

signal amplitude when noise and a sinusoidal signal are both present, a correction factor must be

applied that is a complicated function of the displayed signal-to-noise ratio. This correction, de-

rived below, depends on the displayed signal-to-noise ratio, as well as on whether the spectrum an-

alyzer's receiver uses a logarithmic or a linear amplifier.
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2.0 Analysis and Experiment

A simplified block diagram1 for the IF-detector portion of a typical spectrum analyzer is shown in

Fig. 1. Either the log or linear amplifier is selected, depending on whether the spectrum analyzer

is in the logarithmic or linear display mode, respectivey. The amplitudes displayed on the spec-

trum analyzer are proportional to the output voltages of the low-pass filter. We are interested in

the output voltage for a signal plus noise compared to that for noise alone and for the signal alone.

To analyze this measurement, we construct a conceptual model that includes both a sinusoidal sig-

nal and a Gaussian noise source that is band-limited by the IF (resolution) filter. The sinusoidal

signal has an amplitude A just before the envelope detector. The total noise power at the same

point has the value N, which includes any noise generated in the spectrum analyzer. An experi-

mental realization of this model is depicted schematically in Fig. 2. Below we derive the correc-

tions for the linear and the logarithmic modes separately.

2.1 Linear Mode

For the Gaussian noise plus the signal of our model, it has been shown2 that the probability density

of the envelope is

p(E) = E- exp(-•--L(A2+E2)) 1o(---(1

where E is the envelope voltage and Io(EA/N) is the modified Bessel function of the first kind and

zeroth order. The output voltage of the low-pass filter following the envelope detector, if the cutoff

frequency is low enough to remove all but the dc component, is the average value of the output

voltage of the envelope detector:

Elin(N,m) = jE p(E) dE= • exp(-m) z exp-I\m' I°(z) dz (2)
(2m)-2

We have changed the variables on the right-hand side of Eq. (2), using
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Fig. 1. Block Diagram of the if-Detector Portion of a Typical Spectrum Analyzer

E 2 =,2m
mz N E (3)

to make the average envelope voltage Elin a function of the noise power N and the signal-to-noise

ratio m. The integration can be performed by writing I0(z) as an ascending series, so tha,

I0(z)= 4(z) (4)

k--O (k!)2

Putting Eq. (4) into Eq. (2) and carrying out the integration, we get

R.,in(N,m, = Ng exp(_m)• M2k [I1" 3" 5•- ..." (2k+01) (5)

kO (k!)2

If there is no signal, but rather only noise of average power N, then Eq. (5) becomes



RESISTIVE
NOISE DIODE AMPLIFIER POWER COMBINER SPECTRUM ANALYZER
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Fig. 2. Block Diagram of a Signal-plus-Noise Measurement System

EAin(N,0) = N'r (6)

On the other hand, if there is no noise, but rather only a sinusoidal signal of average power N, then

Eq. (5) becomes

UrMEln ( N~,m) = -r2 (7)
lnin

Spectrum analyzers are calibrated to display the correct voltage for a sinusoidal signal. However,

by dividing Eq. (7) by Eq. (6), we see that the ratio of the envelope voltage of noise to the envelope

voltage of a sinusoidal signal having the same average power is

=-1.05 dB (8)
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Hence, as a result of envelope detection, the voltage of noise alone as displayed on a spectrum an-

alyzer operating in the linear mode will be 1.05 dB lower than the true noise voltage. The noise

power per resolution bandwidth as displayed on a spectrum analyzer must also be corrected (in

both the linear and logarithmic modes) to convert the power-transfer curve of the resolution filter

to that of an ideal rectangular filter. Both of these corrections are discussed in greater detail else-

where.
1

In contrast, the correction to be applied when both signal and noise are present is described only

briefly in Ref. 1. Two ratios are useful in discussing this correction. One is the ratio between (1)

the voltage displayed at the signal frequency in the presence of both signal and noise to (2) the

noise voltage displayed on the spectrum analyzer with no signal applied (m = 0):

(displayed signal plus noise voltage) = exp(-m) M (2k+l)
snn- (displayed noise voltage) e() (k!) 2  (9)

The other useful ratio is that of (1) the displayed signal-plus-noise voltage to (2) the displayed sig-

nal voltage with noise absent:

R = (displayed signal plus noise voltage)

s- (displayed signal voltage if noise is absent) =, - exp(-m) x

I(-) l R" 3 - 5" "' (2k+1)] (10)
k=O (k!)

The displayed signal voltage with noise absent is also the true signal voltage. Hence RP, is the

ratio of (1) the displayed voltage at the signal frequency with noise present to (2) the true signal

voltage one would measure in the absence of noise. Experimentally, one can measure Rsnn, solve

Eq. (9) for m, and then use that value for m to find R... The displayed signal-plus-noise voltage

is then divided by R.S to give the true signal voltage. This procedure is simplified by plotting Rsn

versus R ,; this is done in Fig. 3, where a logarithmic scale is used. Figure 3 shows both the the-

oretical curve, obtained by plotting R.. versus Rsm, and measured data, obtained by using a

Hewlett-Packard 8566B spectrum analyzer in the experimental setup depicted in Fig. 2. To use
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Fig. 3. The Effect of Noise on the Displayed Signal Voltage
when a Spectrum Analyzer is in Linear Display Mode

Fig. 3, first find the ratio of displayed signal plus noise voltage to displayed noise voltage on the

horizontal axis; the corresponding value on the vertical axis is the correction factor, which, when

subtracted from the displayed signal-plus-noise voltage, yields the true signal voltage.

For example, say one measures a noise voltage of 1C9 jtV and a signal-plus-noise voltage of 141

gtV for a ratio of signal plus noise to noise of 3 dB. Figu'e 3 shows that the corresponding ratio of

displayed signal-plus-noise voltage to true signal voltage is approximately 2.3 dB; hence, the true

signal voltage is 2.3 dB below the measured signal-plus-noise voltage, or 108 jtV. Note that this

correction depends directly on the displayed noise voltage, which itself is a function of the true

noise voltage, the resolution bandwidth, and the shape of the resolution filter. Therefore, to find

the true signal voltage in the presence of noise, one need not be concerned with the true noise volt-

age or the characteristics of the resolutior filter, but only with the displayed value of noise. Simi-

larly, for the logarithmic mode (discussed below), the correction depends directly on the displayed

noise power, so one need not be concerned with the true noise power or tJ'• characteristics of the

resolution filter.

2.2 Logarithmic Mode

The correction to be applied when the spectrum analyzer is operating in the logarithmic mode can

be derived by means of equations similar to those found above for operation in the linear mode.
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For example, Eq. (1) is the same for the logarithmic mode as for the linear mode. Equation (2) is

modified, however, because instead of averaging the output voltage of the envelope detector, we

must average the output voltage of the log amplifier, which is the log of the envelope times G, the

gain constant of the log amplifier; thus

G0 F0i li(zep-L" 1()dz(1
Ejog(Nnm)= Gf(lnE)p(E)dE= G exp(-m) Inz+ 11n.-- zexp 2 2Io dz 011)

Note that we are using the natural logarithm in Eq. (11), so that the constant G must be 8.68 to give

a display in decibels. This integration can be performed by using the ascending series of Eq. (4)

to arrive at

G(•• k (11 1)

Elog(N ,m ) In 2N - y + exp ( m ) • 2 3 - -+j (12)

k=1

where -y = 0.577216... is Euler's constant.

Using Eq. (12) for the log mode, we can find the ratio that corresponds to Eq.(8) for the linear

mode. That is, the ratio of the displayed noise power to the displayed signal power for equal aver-

age power is 2/(3y = -2.507 dB. Note that Eq. (12) is in decibels, so it is convenient to find the ratio

in dB. Since a spectrum analyzer is calibrated to read the correct power for a sinusoidal signal, log

amplification and envelope detection thus cause the average power of noise alone (as displayed on

a spectrum analyzer operating in the logarithmic mode) to be 2.507 dB lower than the true noise

power. This correction is described in greater detail elsewhere. 1

Also using Eq. (12) for the log mode, we can find the ratios that correspond to RP'nn and Rsn, for the

linear mode. In the log mode the ratio corresponding to R.n is

(displayed signal plus noise power)= G exp(-m) + + + k (13)
(displayed noise power) 2 k=1 k 2

Similarly, the ratio for the log mode corresponding to R. is
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(displayed signal plus noise power)
Psns - (displayed signal power if noise is absent)=

-in m -y-, + exp(-m) •( 1 1 + •.+ ... + (14)
X'--- I

A plot of p.. versus p. is given in Fig. 4, along with measured data Ubtained on a Hewlett-Pack-

ard 8566B spectrum analyzer in the setup depicted in Fig. 2. As we did with Fig. 3 for the linear

mode, we can use Fig. 4 for the logarithmic mode, as follows. First, find the measured ratio of

displayed signal plus noise to displayed noise on the horizontal axis; the corresponding value on

the vertical axis is the correction factor, which, when subtracted from the displayed signal-plus-

noise power, yields the true signal power. For example, say one measures a noise power of -63

dBm and a signal-plus-noise power of -60 dBm for a ratio of signal plus noise to noise of 3 dB.

Figure 4 shows that the corresponding ratio of displayed signal-plus-noise power to true signal

Ratio of Displayed
Signal-plus-Noise 4 _ _

Power to True Signal
Power, dB 3 ___Theory

X Measurement

1
0 4 6 8 10

Ratio of Displayed Signal-plus-Noise Power to Displayed Noise Power, dB

Fig. 4. The Effect of Noise on the Displayed Signal Power
when a Spectrum Analyzer is in Logarithmic Display Mode
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power is approximately 1.25 dB; hence the true signal voltage is 1.25 dB below the measured sig-

nal-plus-noise voltage, or -61.25 dBm.
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3.0 Conclusion

A spectrum analyzer does not measure true power, but rather only the envelope of the voltage in

the linear mode, or the log of the envelope of the voltage in the log mode. The corrections to be

applied to arrive at the true signal power when noise is present are derived above. The corrections

are shown graphically in Fig. 3 for the linear mode, and in Fig. 4 for the log mode. To use these

graphs one finds the ratio of displayed signal plus noise to displayed noise on the horizontal scale;

then the corresponding value on the vertical scale is the number of dB one must subtract from the

displayed signal plus noise to arrive at the true signal level.
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